NOTES:

1. MATERIALS AND FINISH:
INSULATOR- GLASS FILLED THERMO—PLASTIC
POLYESTER, 94V-0 RATED, BLACK.

CONTACTS— CDA 510
CONTACT PLATING— SEE PART NUMBERING

2. ELECTRICAL CHARACTERISTICS:
CONTACT RESISTANCE- 10 MILLIOHMS
OPERATING VOLTAGE— 1500 VDC
INSULATION RESISTANCE— 5000 MEGOHMS.
CONTACT CURRENT RATING- 5 AMPS AT 30°C.

3. MECHANICAL CHARACTERISTICS:
OPERATING TEMPERATURE- -55" TO +125°C.
DURABILITY— PER BELLCORE TR—NWT-000078.

b MARKING AS SHOWN.
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NUMBER OF DUAL POSITONS

MOUNTING STYLE
01 — THRU-HOLE
02 - #4—40 THREADED INSERT

.132 OR 4-40 THD INSERT (2 PLS)
SEE PART NUMBERING

ACCEPTS
.054 - .071
P.C. BOARDS

_ i 031 TYP
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r TAIL LENGTH ("E” DIMENSION)

1 - .660
2 - 570
3 - .250

PLATING CODE

32 - .000015 Au OVER .000050 Ni ON CONTACT POINT
TAL .000100 MATTE FINISH 60/40 SnPb.

52 - .000030 Au OVER .000050 Ni ON CONTACT POINT
TAL .000100 MATTE FINISH 60/40 SnPb.
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CUSTOMER DRAWING

TME

CARD EDGE CONNECTOR .156 CENTERS
6 DUAL POSITION
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