PART NUMBER DESCRIPTION

A INIAL RELEASE 09/1/05] JSC
SERIES DESIGNATOR T 1 DESIGN VARIATION
1.93 [.076]
0 — STANDARD l’
POST HEIGHT
NUMBER OF ROWS mle]e(=)|jalelale]ale]a]a]a]a]=]
1 — 1 ROW .___ IN DECIMAL INCHES ?
2 — 2 ROW (EX: .100 [2.54] = 1 0 0) 1 ROW
SOLDER TYPE (SAC 305) 700 [.0787] 3,03 [.155]
POSITIONS PER ROW N — NO—CLEAN FLUX OV L oL
02 — 50 M — SOLID CORE
0 - NO SOLDER Eaa=z aje|e|e|az(|aae]=(]=
SOLDER TAIL LENGTH STACK HEIGHT B]ea[=|a(elae]em]sa[(e]a]=
A — 1.10 [.043] C — 1.90 [.075] .___ IN DECIMAL INCHES
B — 1.55 [.061] D — 2.60 [.102] (EX: .100 [2.54] = 1 0 0) 2 ROW
SAC 305 SOLDER
DESICNATION MATING ZONE SOLDER TAIL (NO—CLEAN FLUX AS APPLICABLE) _ MATING ZONE
S GOLD — FLASH GOLD — FLASH ’<~TYP 2.00 [.0787] (3.00 [.118])
2 GOLD — 10 MICROINCHES GOLD — 10 MICROINCHES
C GOLD — FLASH PURE TIN — 100 MICROINCHES i 00 000000000000¢000¢0 cost heeut
B GOLD — 10 MICROINCHES PURE TIN — 100 MICROINCHES *
H GOLD — 30 MICROINCHES MIN PURE TIN — 100 MICROINCHES [ ol [ 1 ] !
) ot I n - n_f_n_n_ M _M_
0 PURE TIN — 100 MICROINCHES PURE TIN — 100 MICROINCHES STACK HEIGHT
4.00 [.157] MIN
NOTES: UNLESS OTHERWISE SPECIFIED !
1 INTERPRET THIS DRAWING IN ACCORDANCE WITH
NTERPRET THIS DRAW ] i 1000000000000 7¢
2 FOR OTHER SIZES, FINISHES, SOLDER VOLUMES OR ADDITIONAL 1 ROW 2 ROW SOLDER TAILS TRIMMED TO SOLDER TAIL _|
DATA CONSULT TEKA CUSTOMER SERVICE DEPARTMENT LENGTH AS SPECIFIED LENGTH
> CONNECTOR SOLDER VOLUME BASED ON APPLICATION TO A 2.00 [.0787] (TYP 00.50 [.020]) - 2X 0.95 [.037] MAX
1.58+0.18 [.062+.007] THICK PRINTED CIRCUIT BOARD " -
> INDICATED DIMENSION APPLICABLE TO SELECTIVE _{ 2.00 [.0787]
CONTACT FINISHES ONLY o Xo)
@)
> ALL TIN FINISHES ARE LOW STRESS / WHISKER MITIGATING T Unless otherwise specified: | Drawn by: Date: 100 PIONEER AVE
; " - WARWICK, R..
MATERIALS. Al ni'::eﬂz':;;]ore’ J CACHINA 09,/15,/05 @Ké’j 02688
: $0.84+£0.08 [.033+.003] AN WIERPLEY WOUSTRIES 0 gi;((ﬂ));?—%
—Tolerances— Checked by: JsC Date: 09/15/05 : -
HOUSING: HIGH TEMPERATURE THERMOPLASTIC, s.000 ® No of places mm  [IN] eered by ate: 09/15/ HTP: /WAL TEKAS,COM E-MAL sdlesBelais.com
UL RATED 94—VO .005 — .010 LAND (2 SIDES) one +0,5 +.020 | ltl&sg STACKED HEADER (MOD) — 2.00 MM PiTcHart No:
CONTACT: COPPER ALLOY two +0,25 +.010 (ROHS COMPLIANT) SM -0
SOLDER: SEE PART NUMBER DESCRIPTION @ RECOMMENDED PRINTED CIRCUIT three £013 +.005
CONTACT FINISH:  (SEE PART NUMBER DESCRIPTION) BOARD HOLE CONFIGURATION Angular £2° Ref No: $20555 Scale: 31 |Sheet 1 of 1
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